EOP-G60, EOP-G72

EOP-G60 EOP-G72
. . KBTU/h 64.5 735
Cooling Capacity *
kW 18.9 21.6
; : KBTU/h 62.1 725
Heating Capacity *
kW 18.2 21.3
Cooling kW 5.3 6.7
.| Power Consumption
é Heating kW 5.2 6.5
w Coolin 3.61 3.24
2 cop -
'é;J Heating 3.50 3.30
Cooling Amps 12.6 174
Rated Full Load Current
Heating Amps 13.2 18.0
Main Switch Amperes Amps 16.0 25.0
Noise Level ** dBA 61.0 62.0
Weight Kg 420.0 430.0
NOTES:

*  Capacdities are according to A.R.l. Standard
Cooling at 35°C (95°F) ambient, 19.4°C (67°F) entering wet bulb 26.7°C (80°F) entering dry bulb.
Heating at 6°C (42.8°F) ambient, 21°C (70°F) entering dry bulb.

** Noise level measured at 4m distance in free field. Super low noise is available on special order.
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u‘f Electrical panel and compressor access
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Dimensions
| Model EOP-G60 EOP-G72
! 1200 1200
| D | 1600 1600
m | H 1300 1300
x | A | 290 341
| B | 331 395
e | 434 402
' ' | B | 530 530
FL — | F 1160 1160
- - LU 160 160
[ )
* Dimensions are presented in mm.
B
Recommended space envelope for servicing
SPECIFICATIONS EOP-G60 EOP-G72
ft2 4.2 5.2
Face Area
g Coil m2 0.4 0.5
';: Rows Deep* 4 4
S _ CFM 2000 2400
a Air Flow **
< . m3h 3400 4080
> an
w Size Inch DD10 x 10 DD12x 12
Motor *** kW 0.4 0.6
ft2 12.0 12.0
Face Area
Coll m2 1.1 1.1
o Rows Deep 3 3
L
%) Number of Compressors 1 1
w . CFM 6000 6000
=B Air Flow
CZ) m3h 10200 10200
o Diameter mm 610 610
Axial Fan Motor Fan Power kW 0.4 0.4
Quantity 1 1
NOTES:

*  Optional 5-6 rows deep.
** At nominal external static pressure of 70Pa.
*** Power supply 400V, 3PH; 50Hz.

Product specifications are subject to changes without notice. Appearance of products may differ slightly from catalog images.

B ORR/S VT



EOP-G90, EOP-G102

EOP-G90 | EOP-G102 |

. . KBTU/h 92.0 106.5
Cooling Capacity *
kW 27.0 31.2
i : KBTU/h 89.0 105.0
Heating Capacity *
kW 26.0 314
Cooling kW 8.1 9.6
- Power Consumption
é Heating kW 7.9 9.5
w Coolin 3.32 3.25
A cop -
(u; Heating 3.30 3.30
Cooling Amps 17.6 20.5
Rated Full Load Current
Heating Amps 18.5 21.5
Main Switch Amperes Amps 25.0 25.0
Noise Level ** dBA 64.0 64.0
Weight Kg 470.0 505.0
NOTES:

*  Capacities are according to A.R.l. Standard
Cooling at 35°C (95°F) ambient, 19.4°C (67°F) entering wet bulb 26.7°C (80°F) entering dry bulb.
Heating at 6°C (42.8°F) ambient, 21°C (70°F) entering dry bulb.

** Noise level measured at 4m distance in free field. Super low noise is available on special order.

18 ‘ ORR/.S' Product specifications are subject to changes without notice. Appearance of products may differ slightly from catalog images.
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SPECIFICATIONS

Recommended space envelope for servicing
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Dimensions
Model [ EOP-G90 |  EOP-G102 |

1600 1600
[ b | 1550 1550
| H 1300 1300
A 262 262
| B 355 360
I 350 350
635 265
| E 1560 635
| F ] 635 1560
U] 160 160

* Dimensions are presented in mm.

EOP-G0 |______EOP-Gl2

ft2 6.2 71
Face Area
g Coil m?2 0.6 0.7
E Rows Deep* 4 4
S , CFM 2800 3500
a Air Flow **
< . md/h 4760 5950
an
E Size Inch 2xDD9x 10 2 xDD9 x 11
Motor *** kW 2x04 2x04
ft2 12.0 12.0
Face Area
Call m?2 1.1 1.1
o Rows Deep 4 4
1]
(£ Number of Compressors 1 1
] CFM 6000 6000
=B Air Flow
% m3h 10200 10200
5] Diameter mm 610 610
Axial Fan Motor Fan Power kW 0.4 0.4
Quantity 1 1
NOTES:

*  Optional 5-6 rows deep.
** At nominal external static pressure of 70Pa.
*** Power supply 400V; 3PH; 50Hz.

Product specifications are subject to changes without notice. Appearance of products may differ slightly from catalog images. ’ om‘s’ 19
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EOP-G120, EOP-G144,
EOP-G180

| EOP-G120 | EOP-G144 EOP-G180

. . KBTU/h 122.0 144.0 190.0
Cooling Capacity *
kW 35.8 42.2 55.7
_ ) KBTU/h 120.0 142.0 187.0
Heating Capacity *
kW 35.2 41.6 54.8
Cooling kW 10.5 12.2 16.0
- Power Consumption
é Heating kW 1.7 12.4 16.2
w Coolin: 3.41 3.47 3.48
4 cop 9
g Heating 3.00 3.40 3.38
Cooling Amps 20.2 24.8 45.6
Rated Full Load Current
Heating Amps 21.0 26.0 44.2
Main Switch Amperes Amps 25.0 32.0 63.0
Noise Level ** dBA 64.0 64.0 65.0
Weight Kg 520.0 560.0 600.0
NOTES:

*  Capacities are according to A.R.l. Standard
Cooling at 35°C (95°F) ambient, 19.4°C (67°F) entering wet bulb 26.7°C (80°F) entering dry bulb.
Heating at 6°C (42.8°F) ambient, 21°C (70°F) entering dry bulb.
* Noise level measured at 4m distance in free field. Super low noise is available on special order.

20 ‘ Dﬁﬁ[s’ Product specifications are subject to changes without notice. Appearance of products may differ slightly from catalog images
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EA Electrical panel and compressor access |
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Dimensions
| Model | _EOP-G120 | EOP-G144 [ EOP-G180 |
| 1700 1700 1850
P 1645 1645 1835
1m m [ H  EEERTPN 1620 1620
= [ A 295 345 345
: | B 335 400 400
| [ 480 420 420
° 275 240 310
Ll-- — [ 720 730 835
{ T F TS 1660 1810
| u 160 160 160
B B [
i L i * Dimensions are presented in mm.

Recommended space envelope for servicing

SPECIFICATIONS | EOP-G120 |  EOP-G144 EOP-G180

ft2 8.4 10.1 12.0
Face Area
8 Coil m? 0.8 0.9 1.1
E Rows Deep* 4 4 4
g . CFM 4000 5000 6000
a Air Flow **
< . md/h 6800 8500 10200
an
E Size Inch 2xDD10x 10 2xDD12x 12 2xDD12x 12
Motor *** kW 2x04 2x0.6 2x0.75
ft2 17.2 20.6 24.0
Face Area
Coil m2 1.6 1.9 2.2
Rows Deep 3 3 4
Number of Compressors 1 1 2
CFM 11000 12000 13000
Air Flow
ms/h 18700 20400 22100
Diameter mm 610 610 660
Axial Fan Motor Fan Power kW 0.4 0.4 0.6
Quantity 2 2 2
NOTES:

*  Optional 5-6 rows deep.
** At nominal external static pressure of 70Pa.
*** Power supply 400V; 3PH; 50Hz.

Product specifications are subject to changes without notice. Appearance of products may differ slightly from catalog images. ’ om‘s’ 21
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Packaged Roof Top Units
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_ | 4Rows | oRows | 4Rows | cRows | 4Rows | 6Rows

CFM 2000 2000 2400 2400 2800 2800 3500 3500 4000 4000
TC 61.4 63.0 68.0 71.0 83.5 87.5 98.6 104.5 112.0 117.0

74/62 SHC 46.7 48.8 53.3 51.3 64.0 67.1 745 79.0 87.9 84.4

KW 4.1 4.1 5.3 5.3 6.7 6.6 75 7.5 8.5 8.5

TC 66.7 68.3 75.0 785 91.5 96.0 108.5 1135 123.0 128.0

85 80/67 SHC 47.9 50.2 54.9 58.2 66.0 69.3 76.8 81.1 90.5 95.8
KW 42 4.2 5.3 5.3 6.8 6.6 7.5 75 8.5 8.5

TC 73.0 76.7 82.0 86.0 101.0 104.0 118.5 124.0 134.0 141.0

86/72 SHC 39.1 55.4 57.3 60.6 69.0 71.9 80.0 843 94.4 99.2

KW 41 41 53.5 5.4 6.7 6.7 7.5 7.9 8.5 85

TC 58.5 60.0 66.0 69.5 825 86.5 97.0 101.5 111.0 116.0

74/62 SHC 445 46.5 52.6 50.6 63.4 66.6 736 77.8 87.3 92.0

kW 43 43 5.5 5.6 6.9 6.7 7.8 7.7 8.6 8.6

e 64.5 65.0 735 76.5 92.0 95.0 106.5 111.0 122.0 127.0

95 80/67 SHC 45.6 47.8 54.2 57.4 66.2 69.1 76.2 79.8 89.9 95.2
KW 4.4 44 5.5 5.6 6.7 6.8 7.8 7.9 8.7 8.7

TC 69.5 73.0 80.0 83.5 100.0 103.0 1155 120.0 132.0 138.0

86/72 SHC 37.2 52.8 56.5 59.7 68.7 77 78.9 82.9 93.9 98.9

kW 43 43 5.7 5.7 6.8 6.9 8.0 8.0 8.7 8.8

TC 54.0 56.5 63.5 66.5 79.5 825 91.4 95.4 106.0 110.0

74/62 SHC 425 448 51.1 53.9 62.8 65.2 7.7 748 85.1 88.9

KW 5.1 4.9 6.1 6.2 7.4 7.5 8.7 8.8 9.5 9.6

TC 59.5 62.0 69.0 725 87.0 90.5 100.5 104.0 115.0 120.0

105 80/67 SHC 44.1 46.7 52.8 55.6 64.0 67.4 73.6 773 87.7 92.1
kW 5.1 4.9 6.3 6.3 7.6 7.6 8.8 8.9 9.7 9.7

TC 64.0 65.5 75.5 775 94.5 98.0 109.0 113.0 125.0 131.0

86/72 SHC 41.0 52.8 55.2 60.2 66.7 69.9 76.4 80.4 91.1 96.3

kW 5.1 49 6.3 6.4 7.7 7.8 9.0 9.1 9.8 9.8

EOP-G144 EOP-G180 PRT-G15
| 4 Rows | | 4Rows | 6 Rows | | 6 Rows _

?
E
B

out DB/WB_|elz 5000 5000 4800 4800 4000 4000 5000 5000 6000 6000
TC 146.0 153.0 181.7 187.4 112.0 117.0 146.0 153.0 167.0 174.0

74/62 SHC 1125 118.5 131.7 136.5 87.9 84.4 112.5 118.5 127.0 133.8

KW 1.1 1.1 12.54 12.64 8.5 8.5 11.1 11.1 12.9 12.9

TC 161.0 168.0 201.6 207.9 123.0 128.0 161.0 168.0 184.0 192.0

85 80/67 SHC 116.0 122.0 146.0 151.2 90.5 95.8 116.0 122.0 131.5 138.1
kW 1.1 1.2 12.64 12.73 8.5 85 1.1 11.2 13.0 13.0

TC 175.0 183.0 215.3 222.1 134.0 141.0 175.0 183.0 200.0 210.0

86/72 SHC 120.6 127.4 155.9 161.7 94.4 99.2 120.6 127.4 137.2 143.7

KW 11.2 1.2 12.83 12.92 8.5 8.5 1.2 11.2 13.1 13.1

TC 143.0 149.0 173.0 178.5 111.0 116.0 143.0 149.0 166.0 173.0

74/62 SHC 101.7 116.7 125.4 130.0 87.3 92.0 101.7 116.7 126.8 132.9

KW 1.7 1.7 13.2 13.3 8.6 8.6 1.7 1.7 13.2 13.3

TC 144.0 163.0 192.0 198.0 122.0 127.0 159.0 163.0 185.0 188.0

95 80/67 SHC 115.0 120.2 139.0 144.0 89.9 95.2 115.0 120.2 130.4 136.4
kW 11.8 12.0 13.3 13.4 8.7 8.7 11.8 12.0 13.8 13.6

TC 170.0 177.0 205.0 2115 132.0 138.0 170.0 177.0 197.0 204.0

86/72 SHC 1185 124.9 148.5 154.0 93.9 98.9 1185 124.9 135.5 141.5

kW 12.1 12.1 13.5 13.6 8.7 8.8 12.1 12.1 13.7 13.9

TC 136.0 142.0 164.5 169.5 106.0 110.0 136.0 142.0 157.0 163.0

74/62 SHC 108.2 113.3 122.0 129.0 85.1 88.9 108.2 113.3 122.7 128.2

KW 13.1 13.1 14.4 14.5 9.5 9.6 13.1 13.1 14.8 14.9

TC 148.0 154.0 179.0 184.5 115.0 120.0 148.0 154.0 172.0 178.0

105 80/67 SHC 110.6 117.0 172.0 177.0 87.7 92.1 110.6 117.0 126.4 132.0
kW 13.3 13.3 14.6 14.7 9.7 9.7 13.3 13.3 15.1 15.2

TC 161.0 167.0 194.5 200.5 125.0 131.0 161.0 167.0 186.0 193.0

86/72 SHC 115.2 121.7 1445 149.0 91.1 96.3 115.2 121.7 131.6 138.1

kW 13.5 13.6 14.8 14.9 9.8 9.8 13.5 13.6 15.4 15.4

Legend:

OUT - Dry bulb outdoor temperature °F

RD - Evaporator coil’s rows deep

DB/WB - Dry bulb/Wet bulb entering temperature °F
CFM - Air flow ft3/min

TC - Total capacity in KBTU/h

SHC - Sensible heat capacity in KBH

kW - Compressor input power

22 ’ ORRIS Product specifications are subject to changes without notice. Appearance of products may differ slightly from catalog images.






