WS-G18-

Air Flow

Cooling Capacity

Recommended Heating
Capacity by Heating
Elements

Maximum Heating Capacity
by Heating Elements
Power Supply

Operating Current (cooling)
Power Consumption’

COP Cooling

md/h
BTUM
kW

BTU/Mh

kW

BTU/Mh
kW

A
kW

Techica Dt s ore-1 | wota- |
CFM 600

1020
18,500
54

10,230

3.0

15,345
4.5
220V /1PH /50Hz
7.0
1.48
3.7

PACKAGED TYPE

PWS-G18

Cogo | pwsota | pws arev
CFM 600

Air Flow

Coil Face Area

Fan Model
Number of Fans
Motor Power

Water Flow

Water Pressure Drop
Water Tube Diameter
Dimensions Lx D x H
Weight

Noise Level*

md/h
ft2
m2

w
GPM
L/M
KPa
Inch
cm
Kg
dBA

93 x 60 x 41
69.0 83.0

1020
1.2
0.11
DD 7x 10
1
90
5
18.9
13.0
1/2
75x45x 128

41

* Noise level at 1.5m distance, from exposed ducted units.
** Tube outlet side can be changed.

Notes:

" Heating Elements are not included in power consumption and operating current.
Air Entering Temperature: Cooling Mode DB 27°C; WB 19°C; Heating Mode DB 21°C

Water Inlet: Cooling Mode 33°C; Heating Mode 20°C

8 B ORA/S

Y R410A

ECO FRIENDLY

Option: Heat Pump Version

Technical Data PW-SG18-1 m

Heating Capacity by Heat BTU/h 18,900
Pump kw 55
Heating P(?wer KW 15
Consumption
COP Heating 3.75
PWS-G18V
n
j=)
8
1
| 450 -
— = ﬁ-i.‘ -
Optional
iz
S
5]

Lso 310

Product specifications are subject to changes without notice. Appearance of products may differ slightly from catalog images.



WS-G18-

SPLIT TYPE

CONDENSER SELECTION

GPM 5.0
Water Flow UM 189
Water Pressure Drop KPa 20.0
Dimensions Lx D x H cm 60 x 45 x 50
Water Tube Diameter Inch 12
Weight Kg 47.0
Noise Level* dBA 355

* Noise level at 4m distance, in free field.
** Tube outlet side can be changed.

EVAPORATOR SELECTION

ED-18

310

—

L\ 650 60
20 .

Model ED-18 ED-18V
. CFM 600
Air Flow mih 1020
. ft2 1.2
Coil Face Area me 011
Fan Model DD 7x10
Number of Fans 1
Motor Power w 90
Number of speeds B
Dimensions Lx D x H cm 65 x 60 x 31 75x35x 80
Weight Kg 26.0 31.0
Noise Level* dBA 415

* Noise level at 1.5m distance, the air supply with 1.5m duct and

without return air duct.

** Tube outlet side can be changed.

Product specifications are subject to changes without notice. Appearance of products may differ slightly from catalog images.

C-G18WS-1

500

ED-18V

N \
> Ohe

|« |« \
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WS-G24-

CFM 800

Air Flow mh 1360
) . BTUNh 24,100
Cooling Capacity KW =
Recommended Heating BTU/h 13,640
Capacity by Heating
Elements kW 4.0
Maximum Heating Capacity BTU/ 20,460
by Heating Elements kW 6.0
Power Supply 220V /1PH /50Hz
Operating Current (cooling) =~ A 8.8
Power Consumption’ kW 1.87
COP Cooling 3.8

PACKAGED TYPE

PWS-G24

CFM 800

Air Flow mh 1360

. ft2 1.7
Coil Face Area me 016
Fan Model DD 7x10
Number of Fans 1
Motor Power W 147

GPM 6.0

Water Flow LM 007
Water Pressure Drop KPa 9.0
Water Tube Diameter Inch 3/4
Dimensions Lx D x H cm 93 x 60 x 41 75x45x 128
Weight Kg 75.0 90.0
Noise Level* dBA 44

* Noise level at 1.5m distance, from exposed ducted units.
** Tube outlet side can be changed.

Notes:

" Heating Elements are not included in power consumption and operating current.
Air Entering Temperature: Cooling Mode DB 27°C; WB 19°C; Heating Mode DB 21°C

Water Inlet: Cooling Mode 33°C; Heating Mode 20°C

10 B ORA/S

Option: Heat Pump Version

Heating Capacity by Heat BTU/h 25,210
Pump kw 7.4
Heating P(?wer KW 195
Consumption

COP Heating 3.8

PWS-G24V

1280

820

. 1250 = J ‘570.

Product specifications are subject to changes without notice. Appearance of products may differ slightly from catalog images.



SPLIT TYPE

CONDENSER SELECTION

GPM 6.0
Water Flow UM 207
Water Pressure Drop KPa 9.0
Dimensions Lx D x H cm 60 x 45 x 50
Water Tube Diameter Inch 3/4
Weight Kg 53.0
Noise Level* dBA 36.0

* Noise level at 4m distance, in free field.
** Tube outlet side can be changed.

EVAPORATOR SELECTION

ED-24

Model ED-24 ED-24L

. CFM 800
Air Flow mih 1360

. ft2 1.7

Coil Face Area me 0.16
Fan Model DD 7x 10
Number of Fans 1
Motor Power w 147
Number of speeds 3
Dimensions Lx D x H cm 65x70x40 103 x 60 x 31
Weight Kg 35.0 36.0
Noise Level* dBA 42

ED-24L

ED-24V

WS-G24-

75 x 35 x 80

41.0

* Noise level at 1.5m distance, the air supply with 1.5m duct and

without return air duct.
** Tube outlet side can be changed.

Product specifications are subject to changes without notice. Appearance of products may differ slightly from catalog images.

C-G24WS-1

ED-24V

A

> >
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WS-G28-

Technica Dt s c201| ws-cz-1

1000

Air Flow m3/h 1700

. . BTUN 30,500
Cooling Capacity KW 8.9
Recommended Heating BTU/h 15,345
Capacity by Heating
Elements kW 45
Maximum Heating Capacity BTU/ 24,893
by Heating Elements kW 7.3
Power Supply 220V /1PH /50Hz
Operating Current (cooling) =~ A 10.8
Power Consumption’ kW 2.29
COP Cooling 3.9

PACKAGED TYPE

PWS-G28

] wscas | ewsoan

1000
Air Flow m3/h 1700
. ft2 2.0
Coil Face Area me 02
Fan Model DD9x9
Number of Fans 1
Motor Power W 235
GPM 74
Water Flow LM 28.0
Water Pressure Drop KPa 6.0
Water Tube Diameter Inch 3/4
Dimensions Lx D x H cm 105x60x50 90 x45x 150
Weight Kg 93.0 113.0
Noise Level* dBA 45

* Noise level at 1.5m distance, from exposed ducted units.
** Tube outlet side can be changed.

Notes:

" Heating Elements are not included in power consumption and operating current.

Y R410A

D FRIENDLY

Option: Heat Pump Version

Tochnica Dt s o201 | ws-aze-1

Heating Capacity by Heat BTU/Nh 31,690
Pump kw 9.3
Heating P(?wer KW 24
Consumption

COP Heating 3.9

1500

Optional

820

Air Entering Temperature: Cooling Mode DB 27°C; WB 19°C; Heating Mode DB 21°C

Water Inlet: Cooling Mode 33°C; Heating Mode 20°C

12 BORA/S

1250 A50 |

Product specifications are subject to changes without notice. Appearance of products may differ slightly from catalog images.



SPLIT TYPE

CONDENSER SELECTION

GPM 7.4
Water Flow UM 28.0
Water Pressure Drop KPa 12.0
Dimensions Lx D x H cm 60 x 45 x 50
Water Tube Diameter Inch 3/4
Weight Kg 56.0
Noise Level* dBA 37

* Noise level at 4m distance, in free field.
** Tube outlet side can be changed.

EVAPORATOR SELECTION

ED-28

Model ED-28 ED-28L

. CFM 1000
Air Flow mih 1700

. ft2 2.0 2.3

Coil Face Area me 019 0.21
Fan Model DD9x9 DD 7 x 10
Number of Fans 1 2
Motor Power w 245 90
Number of speeds 3
Dimensions Lx D x H cm 65x70x40 103 x60x 31
Weight Kg 37.0 43.0
Noise Level* dBA 39.5 43

ED-28L

ED-28V

20
0.19
DD9x9
1
245

WS-G28-

90 x 43 x 82

42.0
39.5

* Noise level at 1.5m distance, the air supply with 1.5m duct and

without return air duct.
** Tube outlet side can be changed.

Product specifications are subject to changes without notice. Appearance of products may differ slightly from catalog images.

500

C-G28WS-1

ED-28V

A

> >
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WS-G36, G36-

Option: Heat Pump Version

Technical Data PLiteeRll) | Pl
el e Technical Data PWS-G36-1| PWS-G36
CFM WS-G36-1 WS-G36

Air Flow 1200 1200
m3/h 2040 2040
Heating Capacity by Heat ~ BTU/ 36,800 37,500
Cooling Capacity — S0.500 36,900 Pump kW 10.8 1.0
g%-ap KW 10.7 108 e : :
i eating Power

Recommended Heating BTUM 17,050 17,500 Consumption kW 28 28
Capacity by Heating -
e KW 5.0 50 COP Heating 3.85 3.9
Maximum Heating Capacity BTU/ 28,644 28,644
by Heating Elements kW 8.4 8.4
Power Suppl 220V /1PH/ 380V /3PH/

upply 50Hz 50Hz
Operating Current (cooling) = A 13.6 5.5
Power Consumption’ kW 2.8 28
COP Cooling 338 39

PWS-G36-1 PWS-G36V-1

S
D
. CFM 1200
Air Flow mh 2040 !
. ft2 2.3
Coil Face Area me 02
Fan Model DD9x9
Number of Fans 1
Motor Power w 245
GPM 8.7
Water Flow LM 32.9
Water Pressure Drop KPa 5.1 H
Water Tube Diameter Inch 3/4
Dimensions Lx D x H cm 105x60x50 90x45x150
Weight Kg 108.0 127.0 S
Noise Level* dBA 46 ®

* Noise level at 1.5m distance, from exposed ducted units.
** Tube outlet side can be changed.

Notes:

" Heating Elements are not included in power consumption and operating current.

Air Entering Temperature: Cooling Mode DB 27°C; WB 19°C; Heating Mode DB 21°C
Water Inlet: Cooling Mode 33°C; Heating Mode 20°C

14 ’ oﬁﬁls Product specifications are subject to changes without notice. Appearance of products may differ slightly from catalog images.



SPLIT TYPE

CONDENSER SELECTION

GPM 8.7
Water Flow UM 32.9
Water Pressure Drop KPa 51
Dimensions Lx D x H cm 60 x 45 x 50
Water Tube Diameter Inch 3/4
Weight Kg 59.0
Noise Level* dBA 37

WS-G36, G36-

* Noise level at 4m distance, in free field.
** Tube outlet side can be changed.

EVAPORATOR SELECTION

ED-40

Model ED-40 ED-40L

. CFM 1200
Air Flow mih 2040

. ft2 2.3

Coil Face Area me 02
Fan Model DD 9x9 DD 7x 10
Number of Fans 1 2
Motor Power w 245 90
Number of speeds 3
Dimensions Lx D x H cm 65x70x40 103 x 60 x 31
Weight Kg 38.0 43.0
Noise Level* dBA 425 445

ED-40L

ED-40V

DD9x9
1
245

90 x 43 x 82

56.0
425

* Noise level at 1.5m distance, the air supply with 1.5m duct and

without return air duct.
** Tube outlet side can be changed.

Product specifications are subject to changes without notice. Appearance of products may differ slightly from catalog images.

C-G36WS-1

ED-40V

A

> >
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WS-G42

Technical Data m WS-G42
CFM 1400

Air Flow mh 2380
. . BTUN 44,300
Cooling Capacity KW 13.0
Recommended Heating BTU/h 20,460
Capacity by Heating
Elements kW 6.0
Maximum Heating Capacity BTU/ 36,146
by Heating Elements kW 10.6
Power Supply 380V /3PH /50Hz
Operating Current (cooling) =~ A 6.2
Power Consumption’ kW 3.08
COP Cooling 4.0

PACKAGED TYPE

PWS-G42

CFM 1400

Air Flow mh 2380

. ft2 3.1
Coil Face Area me 03
Fan Model DD 9x 10
Number of Fans 1
Motor Power w 370

GPM 10.3

Water Flow LM 39.0
Water Pressure Drop KPa 8.9
Water Tube Diameter Inch 1
Dimensions Lx D x H cm 127 x60x54 93x45x150
Weight Kg 114.0 130.0
Noise Level* dBA 47

* Noise level at 1.5m distance, from exposed ducted units.
** Tube outlet side can be changed.

Notes:

" Heating Elements are not included in power consumption and operating current.

Option: Heat Pump Version

Technical Data

Heating Capacity by Heat ~ BTU/h 47,400

Pump kW 13.9

Heating P(?wer KW 35

Consumption

COP Heating 4.0
PWS-G42V

1500

1000

Air Entering Temperature: Cooling Mode DB 27°C; WB 19°C; Heating Mode DB 21°C

Water Inlet: Cooling Mode 33°C; Heating Mode 20°C

16 BORA/S

Product specifications are subject to changes without notice. Appearance of products may differ slightly from catalog images.



WS-G42

SPLIT TYPE

CONDENSER SELECTION
Wodel | c.caaws C-G42WS
GPM 10.3

Water Flow M 390 l

Water Pressure Drop KPa 6.6

Dimensions Lx D x H cm 60 x 45 x 50

Water Tube Diameter Inch 1 §

Weight Kg 62.0

Noise Level* dBA 40.5
* Noise level at 4m distance, in free field. ' -~
** Tube outlet side can be changed.

~ p | 600 e
-~ :
EVAPORATOR SELECTION
ED-49 ED-49L ED-49V

1000

Model ED-49 ED-49L ED-49V

. CFM 1400
Air flow mAh 2380
Coils face area _ — e

m2 0.29 0.28

Fan model DD9x 10 DD 7 x 10 DD 9x 10
Number of fans 1 2 1
Fan motor w 370 147 370
Number of speeds 3
Dimensions Lx D x H cm 88x70x40 121.5x60x31 93x43x 100
Weight Kg 45.0 47.0 54.0
Noise level* dBA 43 44 43

without return air duct.

** Tube outlet side can be changed. > >

|« |« \
TF | FF ATB| AFB

* Noise level at 1.5m distance, the air supply with 1.5m duct and ‘

s ©>

Product specifications are subject to changes without notice. Appearance of products may differ slightly from catalog images. ’ ORR[S' 17



WS-G49

Technical Data m WS-G49

1600

Air Flow m3 /h 2720

) . BTU/Mh 52,000
Cooling Capacity KW 152
Recommended Heating BTU/h 23,870
Capacity by Heating
Elements kw 7.0
Maximum Heating Capacity BTU/ 36,146
by Heating Elements kW 10.6
Power Supply 380V /3PH /50Hz
Operating Current (cooling) =~ A 7.7
Power Consumption’ kW 3.85
COP Cooling 4.0

PACKAGED TYPE

PWS-G49

] wsoss | rws o

1600
Air Flow m3/h 2720
. ft2 3.1
Coil Face Area me 03
Fan Model DD 9x 10
Number of Fans 1
Motor Power w 370
GPM 12.8
Water Flow LM 48.4
Water Pressure Drop KPa 11.1
Water Tube Diameter Inch 1
Dimensions Lx D x H cm 127 x60x54 93x45x150
Weight Kg 119.0 134.0
Noise Level* dBA 48

* Noise level at 1.5m distance, from exposed ducted units.
** Tube outlet side can be changed.

Notes:

" Heating Elements are not included in power consumption and operating current.

Y R410A

D FRIENDLY

Option: Heat Pump Version

Technical Data

Cpws-aio | ws-cen

Heating Capacity by Heat BTU/Nh 54,600

Pump kw 16.0

Heating P(?wer KW 40

Consumption

COP Heating 4.0
PWS-G49V

1500

1000

Air Entering Temperature: Cooling Mode DB 27°C; WB 19°C; Heating Mode DB 21°C

Water Inlet: Cooling Mode 33°C; Heating Mode 20°C

18 B ORA/S

Product specifications are subject to changes without notice. Appearance of products may differ slightly from catalog images.



SPLIT TYPE

CONDENSER SELECTION
(Wodel | couws
GPM 12.8

Water Flow UM 48.4
Water Pressure Drop KPa 11.1
Dimensions Lx D x H cm 60 x 45 x 50
Water Tube Diameter Inch 1
Weight Kg 65.0
Noise Level* dBA 42

* Noise level at 4m distance, in free field.
** Tube outlet side can be changed.

EVAPORATOR SELECTION

ED-49

ED-49L

WS-G49

500

Model ED-49 ED-49L

. CFM 1600
Air flow mih 2720

. ft2 3.1

Coils face area mz 0.29
Fan model DD 9x 10 DD 7x10
Number of fans 1 2
Fan motor w 370 147
Number of speeds B
Dimensions L x D x H cm 88x70x40 121.5x60x31
Weight Kg 45.0
Noise level* dBA 44.5 46

* Noise level at 1.5m distance, the air supply with 1.5m duct and

without return air duct.
** Tube outlet side can be changed.

1000

C-G49WS

ED-49V

ED-49V
DD 9x 10
1
370
93 x43 x 100
445
A A
©> 0>
|« |« \ \

TF

A TB

A FB

Product specifications are subject to changes without notice. Appearance of products may differ slightly from catalog images.
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Technical Data m WS-G60
CFM

. 2000

Air Flow mh 3400
. . BTUN 65,000

Cooling Capacity KW 19.1
Recommended Heating BTU/h 27,280
Capacity by Heating
Elements kW 8.0
Maximum Heating Capacity BTU/ 47,740
by Heating Elements kW 14.0
Power Supply 380V /3PH /50Hz
Operating Current (cooling) =~ A 9.8
Power Consumption’ kW 4.75
COP Cooling 4.0

PACKAGED TYPE

PWS-G60

CFM

. 2000
Air Flow mh 3400
. ft2 4.2
Coil Face Area me 0.4
Fan Model DD 10x 10
Number of Fans 1
Motor Power w 370
GPM 15.9
Water Flow LM 60.2
Water Pressure Drop KPa 18.8
Water Tube Diameter Inch 11/4
Dimensions Lx D x H cm 139x75x62 110x50x 153
Weight Kg 163.0 187.0
Noise Level* dBA 49

* Noise level at 1.5m distance, from exposed ducted units.
** Tube outlet side can be changed.

Notes:

" Heating Elements are not included in power consumption and operating current.

Option: Heat Pump Version

Technical Data m WS-G60

Heating Capacity by Heat BTU/Nh 67.600
Pump kw 19.8
Heating P(?wer KW 495
Consumption
COP Heating 4.0
[
(=)
3
I_
1
S
S
2

Air Entering Temperature: Cooling Mode DB 27°C; WB 19°C; Heating Mode DB 21°C

Water Inlet: Cooling Mode 33°C; Heating Mode 20°C

20 B ORAR/S

71600

500

Product specifications are subject to changes without notice. Appearance of products may differ slightly from catalog images.



WS-G60

SPLIT TYPE

CONDENSER SELECTION
(Wodel | c.coows C-G6OWS
GPM 15.9
Water Flow — — ‘
Water Pressure Drop KPa 18.8
Dimensions Lx D x H cm 60 x 45 x 50
Water Tube Diameter Inch 14 §
Weight Kg 76.0
Noise Level* dBA 425
* Noise level at 4m distance, in free field. ‘
** Tube outlet side can be changed.
EVAPORATOR SELECTION
ED-60 ED-60L ED-60V
|
i
S
o <
=)
<
j=)
! 1200 700 S
Fo 1080 750 "
[C_— .I,
Model ED-60 ED-60L ED-60V
. CFM 2000
Air flow mAh 3400
. ft2 4.2
Coils face area me 0.39 0.7
Fan model DD 10x 10 DD9x9
Number of fans 1 2
Fan motor w 370 2x 245
Number of speeds B
Dimensions Lx D x H cm 108x75x48 120x70x40 120x43x 100
Weight Kg 75.0 87.0 85.0
Noise level* dBA 475 425 47.5

* Noise level at 1.5m distance, the air supply with 1.5m duct and
without return air duct.

** Tube outlet side can be changed. > >

|« |« \
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Product specifications are subject to changes without notice. Appearance of products may differ slightly from catalog images. ’ ORR[S' 21



WS-G72

Technical Data PWS-G72 WS-G72
CFM

. 2500

Air Flow mh 4250
. . BTUN 75,000

Cooling Capacity KW 2 1
Recommended Heating BTUM 34,100
Capacity by Heating
Elements kW 10.0
Maximum Heating Capacity BTU/ 68,200
by Heating Elements kW 20.0
Power Supply 380V /3PH /50Hz
Operating Current (cooling) =~ A 14.5
Power Consumption’ kW 5.9
COP Cooling 3.8

PACKAGED TYPE

PWS-G72

CFM

. 2500
Air Flow mh 4250
. ft2 5.2
Coil Face Area me 05
Fan Model DD 12x 12
Number of Fans 1
Motor Power W 560
GPM 19.1
Water Flow LM 793
Water Pressure Drop KPa 42
Water Tube Diameter Inch 11/4
Dimensions Lx D x H cm 139x75x62 110x57 x 180
Weight Kg 173.0 197.0
Noise Level* dBA 53

* Noise level at 1.5m distance, from exposed ducted units.
** Tube outlet side can be changed.

Notes:

" Heating Elements are not included in power consumption and operating current.

Option: Heat Pump Version

Technical Data

Heating Capacity by Heat ~ BTU/h 77,700

Pump kW 22.8

Heating P(?wer KW 6.0

Consumption

COP Heating 3.85
PWS-G72V

1800

T

Optional
e

1000

Air Entering Temperature: Cooling Mode DB 27°C; WB 19°C; Heating Mode DB 21°C

Water Inlet: Cooling Mode 33°C; Heating Mode 20°C

2 B ORAR/S

7600 _ 510

Product specifications are subject to changes without notice. Appearance of products may differ slightly from catalog images.



WS-G72

SPLIT TYPE

CONDENSER SELECTION
Wodel | coraws C-G72WS
GPM 19.1 ~ ) o
Water Flow UM 723
Water Pressure Drop KPa 42
Dimensions Lx D x H cm 65 x 65 x 65***
Water Tube Diameter Inch 1% @
Weight Kg 81.0
Noise Level* dBA 44
* Noise level at 4m distance, in free field.
** Tube outlet side can be changed.
*** Depth does not include 120mm addition for short legs.
6$0*** 650 .
EVAPORATOR SELECTION
ED-78 ED-78H
|
j=
S
!
Model ED-78 ED-78H ED-78V
. CFM 2500
Air flow mAh 4950
. ft2 5.2
Coils face area me 0.48
Fan model DD9x9 DD 12x 12 DD9x9
Number of fans 2 1 2
Fan motor w 245 560 245
Number of speeds 3
Dimensions Lx D x H cm 139x70x450 110x81.5x59 139 x43x 100
Weight Kg 94.0 110.0 92.0
Noise level* dBA 46 48.5 46

* Noise level at 1.5m distance, the air supply with 1.5m duct and
without return air duct.

** Tube outlet side can be changed. > >

|« |« \
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WS-G84

Technical Data PW-SG84 WS-G84
CFM

. 2800

Air Flow mh 4760
. . BTUN 86,000

Cooling Capacity KW 050
Recommended Heating BTU/h 37,510
Capacity by Heating
Elements kW 11.0
Maximum Heating Capacity BTU/ 83,545
by Heating Elements kW 245
Power Supply 380V /3PH /50Hz
Operating Current (cooling) =~ A 14.4
Power Consumption’ kW 6.61
COP Cooling 3.8

PACKAGED TYPE

PWS-G84

CFM

. 2800
Air Flow mh 4760
. ft2 6.2
Coil Face Area me 0.58
Fan Model DD 12x 12 DD9x 10
Number of Fans 1 2
Motor Power W 750 370
GPM 211
Water Flow LM 79.9
Water Pressure Drop KPa 6.6
Water Tube Diameter Inch 11/4
Dimensions Lx D x H cm 155x75x64 139x47 x 180
Weight Kg 204.0 236.0
Noise Level* dBA 53

* Noise level at 1.5m distance, from exposed ducted units.
** Tube outlet side can be changed.

Notes:

" Heating Elements are not included in power consumption and operating current.
Air Entering Temperature: Cooling Mode DB 27°C; WB 19°C; Heating Mode DB 21°C

Water Inlet: Cooling Mode 33°C; Heating Mode 20°C

2 B ORR/S

Option: Heat Pump Version

Technical Data

Heating Capacity by Heat BTU/Nh 88,500

Pump kw 26.0

Heating P(?wer KW 6.8

Consumption

COP Heating 3.85
PWS-G84V

1800

_ Optional
=

—

1000

= 1850

410

Product specifications are subject to changes without notice. Appearance of products may differ slightly from catalog images.



WS-G84

SPLIT TYPE

CONDENSER SELECTION
Wodel | cceaws C-GBAWS
GPM 21.1 - ) o

Water Flow UM 79.9

Water Pressure Drop KPa 6.6

Dimensions Lx D x H cm 65 x 65 x 65**

Water Tube Diameter Inch 1% @

Weight Kg 92.0

Noise Level* dBA 46
* Noise level at 4m distance, in free field.
** Tube outlet side can be changed.
*** Depth does not include 120mm addition for short legs.

6$0*** o
650
EVAPORATOR SELECTION
ED-90 ED-90H
|
j=)
S
!
Model ED-90 ED-90H ED-90V
. CFM 2800
Air flow mAh 4760
. ft2 6.2

Coils face area me 058

Fan model DD9x 10

Number of fans 2

Fan motor w 370

Number of speeds 3

Dimensions Lx D x H cm 160x70x45 139x70x625 160 x43x 100

Weight Kg 115.0 118.0

Noise level* dBA 50 475

* Noise level at 1.5m distance, the air supply with 1.5m duct and
without return air duct.

** Tube outlet side can be changed. > >
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WS-G96

Technical Data m WS-G96
CFM

. 3200

Air Flow mh 5440
. . BTUN 98,500

Cooling Capacity KW 8.9
Recommended Heating BTU/h 44,330
Capacity by Heating
Elements kw 13.0
Maximum Heating Capacity BTU/ 88,660
by Heating Elements kW 26
Power Supply 380V /3PH /50Hz
Operating Current (cooling) =~ A 16.3
Power Consumption’ kW 714
COP Cooling 4.0

PACKAGED TYPE

PWS-G96

CFM

. 3200
Air Flow mh 5440
. ft2 71
Coil Face Area me 0.66
Fan Model DD 9x 10
Number of Fans 2
Motor Power w 370
GPM 24
Water Flow LM 90.8
Water Pressure Drop KPa 11.1
Water Tube Diameter Inch 11/4
Dimensions Lx D x H cm 200x90x65 139x47x180
Weight Kg 253.0 270.0
Noise Level* dBA 56

* Noise level at 1.5m distance, from exposed ducted units.
** Tube outlet side can be changed.

Notes:

" Heating Elements are not included in power consumption and operating current.

Option: Heat Pump Version

Technical Data

PWS-G96 WS-G96

Heating Capacity by Heat ~ BTU/h 101,200
Pump kW 29.7
Heating P(?wer KW 74
Consumption

COP Heating 4.0

1800

Optional
— e,

1115

Air Entering Temperature: Cooling Mode DB 27°C; WB 19°C; Heating Mode DB 21°C

Water Inlet: Cooling Mode 33°C; Heating Mode 20°C
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SPLIT TYPE

CONDENSER SELECTION
Wodel | ccoaws
GPM 24

Water Flow LM 90,8
Water Pressure Drop KPa 11.1
Dimensions Lx D x H cm 65 x 65 x 65***
Water Tube Diameter Inch 11/4
Weight Kg 105.0
Noise Level* dBA 47

* Noise level at 4m distance, in free field.
** Tube outlet side can be changed.
*** Depth does not include 120mm addition for short legs.

EVAPORATOR SELECTION
ED-102
I
%l'

Model ED-102 ED-102V
. CFM 3200
Air flow mh 5440
. ft2 71
Coils face area me 0.66
Fan model DD9x 10
Number of fans 2
Fan motor w 370
Number of speeds B
Dimensions Lx D x H cm 139x70x625 139x43x 115
Weight Kg 120.0
Noise level* dBA 51

* Noise level at 1.5m distance, the air supply with 1.5m duct and
without return air duct.
** Tube outlet side can be changed.

1150

WS-G96

C-G96WS

650

6$0** "

e

650

ED-102V

A

-
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Technical Dat PWS-G120 |PWs-G120/2
echnical Lata WS-G120 | WS-G120/2
CFM

Air Flow 4000 4000
m3/h 6800 6800
. . BTU/M 127,500 130,000
Cooling Capacity KW 374 38.2
Recommended Heating BTU/M 54,560 54,560
Capacity by Heating Elements kW 16.0 16.0
Maximum Heating Capacityby ~ BTU/h 96,503 96,503
Heating Elements kW 28.3 28.3
Power Supply 380V /3PH/ 380V /3PH/
50Hz 50Hz
Operating Current (cooling) = A 22.7 22.6
Power Consumption’ kW 9.76 9.93
COP Cooling 3.8 3.8
PACKAGED TYPE
PWS-G120
PWS-G120/2

PWS-G120 PWS-G120V
PWS-G120/2 PWS-G120V/2
. CFM 4000
Air Flow mh 6800
. ft2 8.4
Coil Face Area me 078
Fan Model DD 10x 10
Number of Fans 2
Motor Power w 370
GPM 31
Water Flow LM 173
Water Pressure Drop KPa 18.8
Water Tube Diameter Inch 11/2
Dimensions Lx D x H cm 215x100x 75 160 x 57 x 205
Weight Kg 399.0 423.0
Noise Level* dBA 57

WS-G120, G120/2

Option: Heat Pump Version

Technical Data

R410A

N\ ECO FRIENDLY

PWS-G120 |PWS-G120/2
WS-G120 | WS-G120/2

Heating Capacity by Heat ~ BTU/ 130,680 130,000
Pump kw 38.3 38.1
Heating Power
Consumption 30 I e
COP Heating 3.85 3.85
PWS-G120V
PWS-G120V/2

2050

* Noise level at 1.5m distance, from exposed ducted units.

** Tube outlet side can be changed.

Notes:

" Heating Elements are not included in power consumption and operating current.
Air Entering Temperature: Cooling Mode DB 27°C; WB 19°C; Heating Mode DB 21°C
Water Inlet: Cooling Mode 33°C; Heating Mode 20°C
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WS-G120, G120/2

SPLIT TYPE

CONDENSER SELECTION
T (ST TEE  C-Gi20Ws 2% C-GEOWS
—
GPM 31 15.9 - I .
Water Flow LM 117.3 60.2 ' e :
Water Pressure Drop KPa 18.8 18.8
Dimensions Lx D x H cm 65 x 65 x 65 60 x 45 x 50
Water Tube Diameter Inch 112 11/4 %
Weight Kg 130.0 76.0
Noise Level* dBA 49 425
* Noise level at 4m distance, in free field.
** Tube outlet side can be changed.
*** Depth does not include 120mm addition for short legs. % |
65, 0 600
Oy, o
650
EVAPORATOR SELECTION
ED-120 ED-120V
i i
(=)
N
j=)
‘ g
L
Model ED-120 ED-120V
. CFM 4000
Air flow mAh 6800
. ft2 8.35
Coils face area me 077
Fan model DD 10x 10
Number of fans 2
Fan motor w 370
Number of speeds B
Dimensions Lx D x H cm 160x81.5x72 160 x 57 x 140
Weight Kg 170.0
Noise level* dBA 50.5

* Noise level at 1.5m distance, the air supply with 1.5m duct and
without return air duct.

A
** Tube outlet side can be changed. > >
|« |« \
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Technical Dat PWS-G144 |Pws-G144/2
echnical Lata WS-G144 | Ws-G144/2
CFM

WS-G144, G144/2

Option: Heat Pump Version

Technical Data

R410A

\ ECO FRIENDLY

PWS-G144 |PWS-G144/2
WS-G144 | WS-G144/2

Alr Flow 5000 5000
m3/h 8500 8500
. . BTU/M 144,000 152,000
Cooling Capacity KW 492 446
Recommended Heating BTU/M 68,200 68,200
Capacity by Heating Elements kW 20.0 20.0
Maximum Heating Capacityby ~ BTU/h 112,189 112,189
Heating Elements kW 32.9 32.9
Power Supply 380V /3PH/ 380V /3PH/
50Hz 50Hz
Operating Current (cooling) = A 254 27.8
Power Consumption’ kW 11.33 12.23
COP Cooling 3.7 3.6
PACKAGED TYPE
PWS-G144
PWS-G144/2

Air Flow

Coil Face Area

Fan Model
Number of Fans
Motor Power

Water Flow

Water Pressure Drop
Water Tube Diameter
Dimensions Lx D x H
Weight

Noise Level*

CFM

PWS-G144 PWS-G144V
PWS-G144/2 PWS-G144V/2

5000
m3/h 8500
ft2 10.1
m2 0.93

DD 12x 12
2

W 560
GPM 354
L/M 134.0
KPa 42
Inch 11/2
cm 215x 100 x 75 160 x 57 x 205
Kg 443.0 465.0
dBA 59

Heating Capacity by Heat ~~ BTUh 148,300 155,600
Pump kw 435 456
Heating Power
Consumption kw 11.6 12.3
COP Heating 3.75 37
PWS-G144V
PWS-G144V/2

* Noise level at 1.5m distance, from exposed ducted units.

** Tube outlet side can be changed.

Notes:

" Heating Elements are not included in power consumption and operating current.
Air Entering Temperature: Cooling Mode DB 27°C; WB 19°C; Heating Mode DB 21°C
Water Inlet: Cooling Mode 33°C; Heating Mode 20°C
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WS-G144, G144/2

SPLIT TYPE

CONDENSER SELECTION
(Modet | c-G1aaws pxc-Graws C-G144WS 2 x C-G72WS
P
GPM 35.4 19.1 : e P N
Water Flow LM 134 723 =
Water Pressure Drop KPa 42 42
Dimensions Lx D x H cm 90 x 80 x 70*** 65 x 65 x 65***
Water Tube Diameter Inch 1172 11/4 § @
Weight Kg 150.0 81.0
Noise Level* dBA 51 44
* Noise level at 4m distance, in free field. ;
** Tube outlet side can be changed.
*** Depth does not include 120mm addition for short legs.
6’_00*** . 900 | 63“0** " 650 .
EVAPORATOR SELECTION
ED-150 ED-150V
L i
S
Q
S
! X
-
L
Model ED-150 ED-150V
. CFM 5000
Air flow mAh 8500
. ft2 10.1
Coils face area me 0.93
Fan model DD 12x 12
Number of fans 2
Fan motor w 560
Number of speeds B
Dimensions Lx D x H cm 160x81.5x72 160 x 57 x 140
Weight Kg 197.0
Noise level* dBA 515

* Noise level at 1.5m distance, the air supply with 1.5m duct and
without return air duct.

** Tube outlet side can be changed. > >
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WS-G180/2

R410A

ECO FRIENDLY

N

Option: Heat Pump Version

Technical Data PWS-G180/2] WS-G180/2
CFM

Air Flow 6000 Technical Data PWS-G180/2| WS-G180/2
m3h 10,200 . .
Heating Capacity by Heat BTU/h 191,000
Cooling Capacity — 168,000 Pump kw 56.0
e KW 55.3 Hoating P :
Recommended Heating BTU/Hh 81,840 C(e)ﬁ s"L]?n pt(i);\er kw 15.1
Capacity by Heating Elements kW 24.0 — B
Maximum Heating Capacity by ~ BTU/h 122,760 9 "
Heating Elements kW 36.0
Power Supply 380V /3PH /50Hz
Operating Current (cooling) = A 29.2
Power Consumption’ kW 15.6
COP Cooling 3.6
PWS-G180/2 PWS-G180V/2
i
S
N

. CFM 6000
Air Flow mh 10200
Coil Face Area fi 120
m2 1.1
Fan Model DD 12x 12
Number of Fans 2
Motor Power w 750
Water Flow S:AM 1475000 = ﬂlonal
i T
Water Pressure Drop KPa 111
Water Tube Diameter Inch 11/2
Dimensions Lx D x H cm 215x 100 x 88 160 x 60 x 220
Weight Kg 540.0 560.0 I
Noise Level* dBA 62 =

* Noise level at 1.5m distance, from exposed ducted units.
** Tube outlet side can be changed.

Notes:

" Heating Elements are not included in power consumption and operating current.

Air Entering Temperature: Cooling Mode DB 27°C; WB 19°C; Heating Mode DB 21°C
Water Inlet: Cooling Mode 33°C; Heating Mode 20°C =

2200

570 )
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WS-G180/2

SPLIT TYPE

CONDENSER SELECTION
wooe [ cowous | c.osous C-G180W/2 2x C-GIGWS
e
GPM 45.0 24.0 ¥ == I =
Water Flow UM 170 90.8 !
Water Pressure Drop KPa 11.1 11.1
Dimensions Lx D x H cm 90 x 80 x 70*** 65 x 65 x 65*** I
Water Tube Diameter Inch 2 11/4 § 9
Weight Kg 184.0 105.0
Noise Level* dBA 55 47 |
* Noise level at 4m distance, in free field. ;
** Tube outlet side can be changed. I 55“0*** 50 |
*** Depth does not include 120mm addition for short legs. 1 6
o T g0 -
EVAPORATOR SELECTION
ED-180 ED-180V
I I
o
3
j=)
1 g
L
Model ED-180 ED-180V
. CFM 6000
Air flow mAh 10200
. ft2 12.0
Coils face area me 111
Fan model DD 12x 12
Number of fans 2
Fan motor w 750
Number of speeds B
Dimensions Lx D x H cm 160x81.5x85 160 x 60 x 160
Weight Kg 230.0 237.0
Noise level* dBA 53

* Noise level at 1.5m distance, the air supply with 1.5m duct and
without return air duct.

** Tube outlet side can be changed. > >
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